2" (2 3/8" 0.D.)
PIPE X 5" LONG
SLIPFITTER (TYP.)

_—5°(TYP)

\ 40'-0" MTG. HT.

1/8" ¥

5-0" RAD. (TYP.)

g <CUT & FIT
NOTES:
. MATERIAL - STAINLESS STEEL
ASTM A240 (TYPE 201L) 50,000 PSI
MIN. YIELD. BASE PLATE MATERIAL TO BE
25,000 PSI MIN. YIELD STAINLESS STEEL
ASTM A240 (TYPE 304L)
SLIPFITTER MATERIAL - STAINLESS STEEL
ASTM A312 (TYPE 304L), 35,000 PSI MIN YIELD. SEAM WELD
. FINISH-EPOXY PRIMER.
. FINISH-UPS BROWN THERMO-SET
ACRLYIC.

1/16"
1/8" ;

PROVIDE (4) FEMALE THREADED f
SEMI-BLIND FLANGES CONTINUOUS 1"
WELDED INTO THE SHAFT. THE "

FLANGES SHALL BE NOMINAL 1 1/2" 2 3116 / BASE PLATE

PIPE FITTINGS SET AT 0°, 90°, 180°,
270° TO THE STREET LIGHT DAVIT

T

14 1/4" SQ. 9 3/16" CTRS.

%

\ (4) 1 1/4" DIA.

ON 13" DIA. B.C.
POLE BASE DETAIL

(4) NUT COVER

TRANSFORMER BASE MPLS.
STANDARD PLATE TRAF-3170

SEE MPLS. STD. PLATE TRAF-3080

NO SCALE

MINNEAPOLIS STANDARD - ST. LIGHT

DEPARTMENT OF PUBLIC WORKS STANDARD
6M-40' STAINLESS STEEL TWIN W/SIGNAL PLATE

DRAWN: CLK DATE: 5/4/11 FITTINGS NO.
TRAF-3244-R1

APPROVED: DRP DATE: 5/4/11 REFERENCE PLATES: TRAF-3080, TRAF-3170




